MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION
11805 SW 26 Street, Room 208

BOARD AND CODE ADMINISTRATION DIVISION Miami, Florida 33175-2474
T (786) 315-2590  F (786) 315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Kinetics Noise Control, Inc.

6300 Irelan Place

Dublin, Ohio 43017-0655

Scopk:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed and accepted by Miami-Dade County RER- Product Control
Section to be used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction
(AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. RER reserves the right to
revoke this acceptance if it is determined by Miami-Dade County Product Control Section that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein and has been designed to comply with the High Velocity Hurricane
Zone of the Florida Building Code.

DESCRIPTION: Kinetics Compact Isolator (KCI)

APPROVAL DOCUMENT: Drawing No. S-01.37-110, 3 sheets, titled KCI-A-1 Isolator, S-01.37-111, 3 sheets,
titled KCI-P-1 Isolator, S-01.37-120, 3 sheets, titled KCI-A-2 Isolator, S-01.37-121, 3 sheets, titled KCI-P-2
Isolator, total of 12 sheets, prepared by Kinetics Noise Control, Inc., signed and sealed by Paul J. Selman, P.E., on
09/26/2022, bearing the Miami-Dade County Product Control Approval stamp with the Notice of Acceptance
number and the approval date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING:  None

LABELING: Each roof-curb shall bear a permanent label with the manufacturer's name or logo, Dublin, Ohio
and the following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1, evidence submitted page E-1 as well as approval document mentioned above.

The submitted documentation was reviewed by Helmy A. Makar, P.E., M.S.

H n/ﬁ) A Mg~ NOA No. 22-0420.02
MIAMI-DADE COUNTY

[APPROVED | 201l Expiration Date: 09/29/2027
s o9 / Zq/ Approval Date: 09/29/2022
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Kinetics Noise Control, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Drawing No. S-01.37-110, 3 sheets, titled KCI-A-1 Isolator, S-01.37-111, 3
sheets, titled KCI-P-1 Isolator, S-01.37-120, 3 sheets, titled KCI-A-2 Isolator,
S-01.37-121, 3 sheets, titled KCI-P-2 Isolator, total of 12 sheets, prepared by
Kinetics Noise Control, Inc., signed and sealed by Paul J. Selman, P.E., on

09/26/2022.
B. TESTS
1. None.
C. CALCULATIONS
1. Calculation titled “Kinetics Noise Control Vibration Isolation Curb Model KCI”,
dated 04/21/2022, 16 sheets, signed & sealed by Paul J. Selman, P.E. on
04/21/2022.

2. Calculation titled “Wind Design Basis”, dated 04/21/2022, 5 sheets, signed &
sealed by Paul J. Selman, P.E. on 04/21/2022.

D. QUALITY ASSURANCE
v By Miami-Dade County Department of Regulatory and Economic Resources.

E. MATERIAL CERTIFICATIONS
1. None.

F. STATEMENTS

1. The above calculation and drawings are in compliance with the FBC, 2020
Edition, signed & sealed by Paul J. Selman, P.E. on 09/26/2022.

b AU A~

T

ﬂ Helmy A. Makar, P.E., M..S.
Product Control Section Supervisor
NOA No. 22-0420.02

Expiration Date: 09/29/2027
Approval Date: 09/29/2022



USE WITH SHEETS 2 AND 3.
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IP UNITS (INCHES AND POUNDS), USE WITH SHEET 1.

K0l - Small Housing - LRFD Capacity Envelop

14K

KCi - Large Housing - LRFD Capacity Envelop
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SFRING DIMENSIONS RESTRAINT CAPACITY
MODEL
color | FREE | op RATED
HT. """ |LOAD| DEFLECTION | A D E H L 11 | L2 | W | W2 | VERTICAL | HORIZONTAL
KCI-A-1-12 SILVER 3.19 | .75 | 12 1.00 0.5010.56|1.00|4.50] 7.00|6.00|6.59 200|212 1,600 800
KCI-A-1-18 YELLOW 319 | 1.75 | 18 1.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 | 6.00 | 6.59 | 2.00 | 2.12 1,600 800
KCI-A-1-24 BLUE 319 | 1.75 | 35 1.52 0.50]0.56]1.00|450]7.00]6.00]6.59|2.00|212 1,600 800
KCIJ-A-1-30 PINK 319 | 1.75| 30 1.00 0.50]0.56]1.00]450] 7.00 |6.00]6.59 [2.00]2.12 1,600 800 voU o1 Sy TE e the
KCI-A-1-37 WHITE 319 | .75 | 37 1.00 0.5010.56|1.00|4.50| 7.00 | 6.00|6.59 {2.00]2.12 1,600 800 09 /z,'q / 2e21
KCI-A-15-50* |  GREEN 319 11751 70 1.36 0.50 1 0.56|1.00 | 4.50| 7.00 | 6.00 | 6.59 | 2.00 | 2.12 1,600 800 b t-o0 4‘2 05 © (4
KCI-A-1-75 BLACK 3.19 1.75 74 1.00 0.50 | 0.56 | 1.00|4.50 | 7.00 | 6.00 | 6.59 | 2.00 | 2.12 1,600 800 /7, ' )W/\/
KCI-A-15-100*] GRAY 319 | 1.75 | 120 1.18 0.50 | 0.56 | 1.00|4.50] 7.00 | 6.00 | 6.59 | 2.00 | 2.12 1,600 800 ‘? /Q
KCI-A-1-150 RED 3.19 | 1.75 | 150 1.00 0.5010.56|1.00]450| 7.00|6.00|6.59|2.00]212 1,600 800
KCI-A-1-210 | BROWN 3.19 | 1.75 | 220 1.07 0.50 | 0.56|1.00|4.50] 7.00 | 600 | 6.59 {2.00|2.12 1,600 800
KCI-A-1-300 PURPLE 3.19 | 1.75 | 300 1.00 0.50 |0.56 | 1.00 | 450 7.00 | 6.00 | 6.59 {2.00 | 2.12 1,600 800
KCI-A-1-385 | ORANGE | 3.19 | 1.75 | 370 0.96 0.50 {0.56 {1.00 | 4.50 | 7.00 | 6.00 | 6.59 1 2.00 | 2.12 1,600 800
KCI-A-1-500 BEIGE 3.19 | 1.75 | 500 1.00 0.5010.56|1.00|4.50] 7.00]6.00|6.59 200|212 1,600 800
KCI-A-11-507 BEIGE 420 | 3.00 | 50 1.00 0.7510.69|1.75]5.50]10.50] 9.00 | 8.56 | 3.50 | 3.63 1,600 1,000
KCI-A-1L-100*| CHROME | 420 | 3.00 | 100 1.00 0.7510.692 | 1.75]5.50]10.50]| 9.00 | 8.56 | 3.50 | 3.63 1.600 1,000 =
KCI-A-1-250 BLUE 420 | 3.00 | 250 1.79 0.7510.69 | 1.75 | 5.50 110.50] 9.00 | 8.56 | 3.50 | 3.63 1,600 1,000 =
KCI-A-1-450 GREEN 420 | 3.00 | 450 1.54 0.7510.69 | 1.75]5.50110.50]9.00 | 8.56 | 3.50 | 3.63 1,600 1,000 =
KCI-A-1-625 BLACK 420 | 3.00 | 625 1.44 0.7510.69 | 1.75 1 5.50 ]110.50] 9.00 | 8.56 | 3.50 | 3.63 1,600 1,000
*KCl Models with an "S" or "L indicate there is both a small and large housing with the same loading capacity. Please note that these are different isolators
although identical capacities.

KINETICS

Noise Control.
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SHEET 2 OF 3




SI UNITS (MILIMETERS AND KILOGRAMS), USE WITH SHEET 1.
vKChSmaii;lcusingnlRFDCa.;;zcity Em/elc;p . . KCI - Large Housing - LRFD Capacity Envelop
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SPPING DIMENSIONS RESTRAINT CAPACITY
MODEL cotor | FREE lop RATED
HT. "ILOAD|DEFLECTION|A|D|E| H | L | L1|L2 |W|W2|VERTICAL/HORIZONTAL
KCI-A-1-12 | SILVER 81 44 | 5 25 13|14{25(114|178[152|167|51|54| 726 363
KCI-A-1-18 | YELLOW | 81 44 | 8 25 13|14]25|114{178|152|167|51| 54 726 363
KCI-A-1-24 BLUE 81 44 | 16 39 13|14|25|114|178]|152|167|51|54| 726 363
KCI-A-1-30 PINK 81 44 | 14 25 13|14125(114{178{152|167|51{54| 726 363
KCI-A-1-37 | WHITE 81 44 | 17 25 13(14|25|114|178|152|167|51{54| 726 363
KCI-A-15-50* | GREEN 81 44 | 32 35 13({14|25|114|1781152|167|51|54| 726 363
KCI-A-1-75 | BLACK 81 44 | 34 25 13|14|25|114|178|152|167|51{54| 726 363
KCI-A-15-100"] GRAY 81 44 | 54 30 13{14|25|114|178|152|167|51{54| 726 363 proved as complying with the
KCI-A-1-150 RED 81 44 | 68 25 13(14]25[114[178{152|167|51|54| 726 363 oﬁ'/ ZQ "‘2017’
KCI-A-1-210 | BROWN | 8] 44 | 100 27 13114{25{114{178{152|167|51|54| 726 363 ’ ZZ7 =0 ZO-O’L
KCI-A-1-300 | PURPLE | 81 44 | 136 25 13|14{25(114(178{152|167|51{54| 726 363 I)/ ﬂm\/ ETHTr
KCI-A-1-385 |ORANGE| 81 44 | 168 24 13{14125|114|178|152|167|51|54| 726 363 - “‘s:b“ 3. Sg;;;’x,,f
Y A aewes, *4%
KCI-A-1-500 | BEIGE | 81 | 44 | 227 25 13]14|25(114|178[152[167|51|54| 726 363 g‘q‘{:z-;z;af,.rgj;ﬁ;,f%,‘f,;
KCI-A-1L-50* | BEIGE 107 | 76 | 23 25 19|18144|140(267 1229121789192 | 726 454 S X N =
KCI-A-1L-100*|CHROME| 107 | 76 | 45 25 19118144(140(267(229|217|89{92| 726 454 ’
KCI-A-1L-250 | BLUE 107 | 76 | 113 45 19118144|140(267 229121789} 92 726 454
KCI-A-11-450 | GREEN | 107 | 76 | 204 39 19118|44|140(267 1229121782192 | 726 454
KCI-A-11-625 | BLACK | 107 | 76 | 283 37 19118144|140|267 12291217 189|192 726 454
*KCl Models with an "S" or “L" indicate there is both a small and large housing with the same loading capacity. Please note that
these are different isolators although identical capacities.
TITLE REVISION DATE REVISED BY DRAWING NO.
KINETICS 5-01.37-110
- METRIC
Noise Control. KCI-A-1 SPRING ISOLATOR 09/21/22 BB
WEIGHT: Lbs SHEET 3 OF 3




USE WITH SHEETS 2 AND 3.
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IP UNITS (INCHES AND POUNDS), USE WITH SHEET 1.

KCI - Smal] Housing - LRFD Capacity Envelop

KCl - Large Housing - LRFD Capacity Envelop
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RIN
L 2 DIMENSIONS RESTRAINT CAPACITY
MODEL RATED
COLOR |FREEHT.| O.D.
LOAD | DEFLECTION A D E H L L1 | L2 | W |VERTICAL|HORIZONTAL
KCI-P-1-12 SILVER 339 1.75 12 1.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 }6.00|6.59|{2.00] 1,600 800
KCI-P-1-18 YELLOW 319 1.75 18 1.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 ]6.00|6.59|2.00| 1,600 800
KCI-P-1-24 BLUE 3.19 1.75 35 1.52 0.50 | 0.56 | 1.00 | 4.50 | 7.00 [6.00|6.59|2.00| 1,600 800
KCI-P-1-30 PINK 3.19 1.75 30 1.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 [6.00]6.59{2.00| 1,600 800
KCI-P-1-37 WHITE 3.19 v75 37 1.00 0.50{ 0.56 | 1.00 | 4.50 | 7.00 [6.00(6.59{2.00| 1,600 800
KCI-P-1S-50* GREEN 3.19 175 70 1.36 050|056 | 1.00| 4.50 | 7.00 [6.00(6.59|2.00{ 1,600 800
KCI-P-1-75 BLACK 3.19 1.75 74 1.00 0.50 | 0.56 | 1.00 | 450 | 7.00 [6.00(6.59|2.00| 1,600 800
KCI-P-1S-100* GRAY 3.19 1.75 120 1.18 0.50 | 0.56 | 1.00 | 4.50 | 7.00 [6.00|6.59|2.00| 1,600 800
KCI-P-1-150 RED 3.19 1.75 150 1.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 ]6.00|6.59|2.00| 1,600 800
KCI-P-1-210 BROWN 3.19 1.75 | 220 1.07 0.50 | 0.56 | 1.00 | 4.50 | 7.00 ]6.00|6.59|2.00| 1,600 800
KCI-P-1-300 PURPLE 3.19 1.75 | 300 1.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 |6.00(6.59{2.00| 1,600 800
KCI-P-1-385 | ORANGE | 3.19 1.75 | 370 0.96 0.50 | 0.56 | 1.00 | 4.50 | 7.00 [6.00|6.59{2.00| 1,600 800
KCI-P-1-500 BEIGE 3.19 1.75 | 500 1.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 ]6.00{6.59|2.00| 1,600 800
KCI-P-1L-50* BEIGE 4.20 3.00 50 1.00 0.7510.69 | 1.75 | 5.50 | 10.50 |9.00{8.56{3.50| 1,600 1,000
KCI-P-1L-100* | CHROME 4.20 3.00 100 1.00 0.75]10.69 | 1.75 | 5.50 | 10.50 {9.00{8.56|3.50| 1,600 1,000
KCI-P-1-250 BLUE 420 | 3.00 | 250 1.79 0.75 1 0.69 | 1.75 | 5.50 | 10.50 |{9.00]8.56|3.50| 1,600 1.000
KCI-P-1-450 GREEN 4.20 3.00 450 1.54 0.75]10.69 | 1.75 | 5.50 | 10.50 |9.00|8.56|3.50| 1,600 1,000
KCI-P-1-625 BLACK 4.20 3.00 625 1.44 0.75 1 0.69 | 1.75 | 5.50 | 10.50 |9.00{8.56|3.50| 1,600 1,000
NOTE:

*KCI Models with an 'S” or "L" indicate there is both a small and large housing with the same loading capacity. Please note that these
are different isolators although identical capacities.
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Signed: 09/26/2022

KINETICS

TITLE

Noise Control.

KCI-P-1 SPRING ISOLATOR
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09/21/22
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DRAWINGS NO.

S-01.37-111

WEIGHT: Lbs

SHEET 2 OF 3




SI UNITS (mm AND kg), USE WITH SHEET 1

KCE - Small Housing - LRFD Capacity Envelop KCi - Large Housing - LRFD Capacity Envelop
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el DIMENSIONS RESTRAINT CAPACITY
MODEL COLOR |FREEHT.| O.D. =
LOAD | DEFLECTION| A | D | E | H L | LT | L2 |W|VERTICAL{HORIZONTAL
KCI-P-1-12 SILVER 81 44 5 25 13| 1425|114 (178 |152|167|51 726 363
KCI-P-1-18 YELLOW 81 44 8 25 13114 ]25]114 (178 |152|167|51 726 363
KCI-P-1-24 BLUE 81 44 16 39 13114 |25 114|178 |152|167|51 726 363
KCI-P-1-30 PINK 81 44 14 25 13114 | 25| 114|178 |152{167]5]1 726 363
KCI-P-1-37 WHITE 81 44 17 25 13114 (25| 114 | 178 |152]|167|51 726 363
KCI-P-15-50* GREEN 81 44 32 35 131 1425|114 (178 [152|167]51 726 363
KCI-P-1-75 BLACK 81 44 34 25 13114]25| 114|178 |152|167|51 726 363
KCI-P-1S-100* | GRAY 81 44 54 30 13114 |25| 114|178 |152{167|51 726 363
KCI-P-1-150 RED 81 44 68 25 13114 ]25( 114|178 {152|167|51 726 363
KCI-P-1-210 | BROWN 81 44 100 27 131 14|25] 114|178 [152|167|51 726 363 oQ{Z.QZZoZ’l
KCI-P-1-300 PURPLE 81 44 136 25 13114|25] 114|178 [152{167|51 726 363 ell® ™
KCI-P-1-385 | ORANGE| 81 | 44 | 168 24 13|14 | 25| 114 | 178 [152]167]51] 726 363 H ‘é )4 17/97
KCI-P-1-500 BEIGE 81 44 227 25 13114 125|114 | 178 |152|167]51 726 363 o \Zjl“’%?i’;z;,”
KCI-P-1L-50* BEIGE 107 76 23 25 19 | 18 | 44 | 140 | 267 |229]|217|89| 726 454 S\‘Q e:‘}’ CER ‘1::5.””4 "*'),}
KCI-P-1L-100* | CHROME | 107 76 45 25 19 | 18 | 44 | 140 | 267 |229|217|89| 726 454 F & '::_
KCI-P-1-250 BLUE 107 76 113 45 19 | 18 | 44 | 140 | 267 |229(217|89| 726 454 § *
KCI-P-1-450 GREEN | 107 76 204 39 19 | 18 | 44 | 140 | 267 |229(217|89| 726 454 § &
KCI-P-1-625 BLACK 107 76 283 37 19 | 18 | 44 | 140 | 267 [229|217|89| 726 454 :-'::' ViD-
NOTE: %
*KCl Models wi’rb an”S" gr "" indicate Therg is bc?fh a small g_nd large housing with the same loading capacity. Please note "“fhusku’:?“‘
that these are different isolators although identical capacities. Sloned 09/26/2022
KI N ETlcs TITLE DATE DRAWN BY DRAWINGS NO.
Noise Control. KCI-P-1 SPRING ISOLATOR 09/21/22 BB =013
WEIGHT: Lbs SHEET 3 OF 3




USE WITH SHEETS 2 AND 3
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SPECIFICATIONS: X E CSia ,
« VERTICALLY AND LATERALLY RESTRAINED SPPRING ISOLATOR WITH CONSTANT FREE /9 . Q\ 3
AND OPERATING HEIGHT AND REPLACEABLE NEOPRENE SNUBBING ELEMENTS. T L — 8
«  0.125 INCHES NOMINAL CLEARANCE AT SNUBBING ELEMENTS. —{ A L1 %
+  MINIMUM OVERLOAD OF 50% =
e MINIMUM Kx/Ky RATIO OF 1.0. X .
« ALL ELEMENTS SAFE AT SOLID LOADING. A AAN ey
«  POWDER COATED SPRING COILS AND ZINC PLATED OR HOT DIP GALVANIZED Z M et
HOUSING AND MOUNT BRACKET OPTIONS. "/ Signed: 09/26/2022
KINETICS TITLE REVISION DATE REVISED BY DRAWING NO.
S-01.37-120
Noise Control. KCI-A-2 SPRING ISOLATOR 09/21/22 BB

WEIGHT: 3.47 Lbs SHEET 1 OF 3




IP UNITS, (INCHES AND POUNDS), USE WITH SHEET 1

KCl - Small Housing - LRFD Capacity Envelop

KCt - Large Housing - LRFD Capacity Envelop
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SPRING DATA = b
— me— =RTED DIMENSIONS RESTRAINT CAPACITY e P
FREE HT.| O.D. , ,Oq{.?-‘i 2001
OUTER INNER LOAD | DEFLECTION | A D E H L 11| 12 | W | W1 |VERTICAL|HORIZONTAL| | """ Z&=04C0. 92
KCI-A-2-35 BLUE 413 1.75 35 2.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 |6.00{6.59|2.00{2.12} 1,600 800 ‘ }/ 4 ,M\/
KCI-A-2-70 | GREEN 413 1.75 70 2.00 0501056 | 1.00 | 450 | 7.00 |6.00|{6.5912.00{2.12] 1,600 800 'é :
KCI-A-2-120 | GRAY 413 1.75 120 2.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 |6.00(6.59|2.00{2.12} 1,600 800
KCI-A-2-220 | BROWN 413 1751 220 2.00 050|056 |1.00| 450 | 7.00 |6.00{6.59{2.00{2.12] 1.600 800
KCI-A-2-330 | GRAY WHITE 413 1.75 1 330 2.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 |6.00{6.59|2.00|2.12| 1.600 800
KCI-A-2-430 | BROWN | WHITE 413 1.75 1 430 2.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 (6.00|6.5912.00|2.12} 1,600 800
KCI-A-2-50 BLUE 5.00 | 3.00 50 2.00 0.7510.69 | 1.75 | 5.50 | 10.50 |{9.0018.56|3.50(3.63] 1,600 1,000
KCI-A-2-150 | GREEN 5.00 | 3.00 150 2.00 0751069 | 1.75 | 550 | 10.50 |9.00{8.56{3.50|3.63] 1,600 1,000
KCI-A-2-245 | BLACK 500 | 3.00| 250 2.00 0751 0.69 | 1.75 | 5.50 | 10.50 |9.00{8.56{3.50{3.63] 1.600 1,000
KCI-A-2-350 | BEIGE 500 | 300} 350 2.00 0.7510.69 | 1.75 | 5.50 | 10.50 |9.00{8.56{3.50|3.63] 1.600 1,000
KCI-A-2-100 | GRAY 6.09 3.50 100 2.00 0.75 1 0.69 | 1.75 | 5.50 | 10.50 {9.00|8.56|3.50|3.63} 1,600 1,000
KCI-A-2-135 | BEIGE 6.09 3.50 135 2.00 0.7510.69 | 1.75 | 550 | 10.50 |9.00|8.56|3.50{3.63] 1,600 1,000
KCI-A-2-185 | BROWN 6.09 3.50 185 2.00 0.7510.69 | 1.75 | 550 | 10.50 |9.00|8.56{3.50|3.63] 1,600 1,000
KCI-A-2-250 BLUE 6.09 350 | 250 2.00 0.7510.69 | 1.75 | 5.50 | 10.50 |9.00{8.56{3.50|3.63] 1,600 1,000 ; ’};,_i“ s Al
/4 SREEFTTITEY
KCI-A-2-500 | GREEN 6.09 | 350 | 500 2.00 0.75|0.69 | 1.75 | 550 | 10.50 |9.00(8.5613.50|3.63| 1.600 1,000 i Signed: 09/26/2022
KINETICS TITLE REVISION DATE REVISED BY DRAWING NO.
S-01.37-120
Noise Control KCI-A-2 SPRING ISOLATOR 09/21/22 BB
) 7/21/ WEIGHT: Lbs SHEET 2 OF 3




S| UNITS (mm AND kg), USE WITH SHEET 1

KCI - Small Housing - LRFD Capacity Envelop KC! - Large Housing - LRFD Capacity Envelop
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Lateral Load (kg) Laterial Load {kg} :
SPRING
DIMENSIONS RESTRAINT CAPACITY
MODEL COLOR FREE HT.| O.D. RATED
OUTER | INNER |FREEHT.| O.D. | LOAD | DEFLECTION | A | D | E | H | L |L1 |12 |W|W1|VERTICAL|HORIZONTAL the
KCl-A-2-35 | BLUE 105 | 44 | 16 51 13|14 |25 114 | 178 |152[167[51| 54| 726 363 35 oq{z Zo021
KCI-A-2-70 | GREEN 105 | 44 | 32 51 13 | 14| 25] 114 | 178 |152|167|51| 54| 726 363 0420:9C
KCI-A-2-120 | GRAY 105 | 44 | 54 51 13 [ 14|25 | 114 | 178 [152]167(51| 54| 726 363 { }/'/gﬂm/
KCI-A-2-220 | BROWN 105 | 44 | 100 51 13 | 14| 25| 114 | 178 |152[167|51| 54| 726 363 &
KCl-A-2-330 | GRAY | WHITE | 105 | 44 | 150 51 13|14 ] 25] 114 | 178 |152|167]51| 54| 726 363
KCI-A-2-430 | BROWN | WHITE | 105 | 44 | 195 51 13 [ 1425|114 | 178 |152|167(51| 54| 726 363
KCl-A-2-25 | GRAY 127 | 76 | 1 51 19 | 18 | 44 | 140 | 267 |229|217]89| 92| 726 454 *‘“j“””" .
KCl-A-2-50 | BLUE 127 | 76 | 23 51 19 |18 | 44 | 140 | 267 |229]217(89| 92| 726 454 Q\Q?g’;«f rv.yfév;;,_:,»;#;’f,,#
KCI-A-2-150 | GREEN 127 | 76 | 68 51 19 | 18 | 44 | 140 | 267 |229|217|89| 92| 726 454 S W TTRe T
KCI-A-2-245 | BLACK 127 | 76 | 113 5] 19 | 18 | 44 | 140 | 267 |229[217|89| 92| 726 454 Faf o TelE z
KCl-A-2-350 | BEIGE 127 | 76 | 159 51 19 | 18 | 44 | 140 | 267 [229]217]89| 92| 726 454 =
KCI-A-2-100 | GRAY 155 | 89 | 45 51 19 [ 18 | 44 | 140 | 267 [229]217]89| 92| 726 454 z
KCI-A-2-135 | BEIGE 155 | 89 | 61 51 19 118 | 44 | 140 | 267 |229[217(89] 92| 726 454 e
KCI-A-2-185 | BROWN 155 | 89 | 84 51 19 |18 | 44 | 140 | 267 [229]217(89| 92| 726 454 e ”'@
KCI-A-2-250 |  BLUE 155 | 89 | 113 51 19 |18 | 44 | 140 | 267 |229[217(89| 92| 726 454 gt
KCI-A-2-500 | GREEN 155 | 89 | 227 51 19 | 18 | 44 | 140 [ 267 [229]217]89] 92| 726 454 Signed: 09/26/2022
KINETICS TITLE REVISION DATE REVISED BY DRAWING NO. 5-01.37-190
Noise Control. KCI-A-2 SPRING ISOLATOR 09/21/22 BB METRIC
WEIGHT: Lbs SHEET3 OF 3




USE WITH SHEETS 2 AND 3.

SPECIFICATIONS:

VERTICALLY AND LATERALLY RESTRAINED SPPRING ISOLATOR WITH CONSTANT FREE AND
OPERATING HEIGHT AND REPLACEABLE NEOPRENE SNUBBING ELEMENTS.
0.125 INCHES NOMINAL CLEARANCE AT SNUBBING ELEMENTS.

MINIMUM OVERLOAD OF 50%
MINIMUM Kx/Ky RATIO OF 1.0.

ALL ELEMENTS SAFE AT SOLID LOADING.
POWDER COATED SPRING COILS AND ZINC PLATED OR HOT DIP GALVANIZED HOUSING AND

MOUNT BRACKET OPTIONS.
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Signed: 09/26/2022

/\ Ny KINETICS
Noise Control.

TITLE

KCI-P-2 SPRING ISOLATOR

REVISION DATE

09/21/22

REVISED BY

BB

DRAWING NO.

$-01,37-121

WEIGHT: 3.40 Lbs

SHEET 1 OF 3




IP UNITS (INCHES AND POUNDS), USE WITH SHEET 1

KCl - Small Housing - LRFD Capacity Envelop KC) - Large Housing - LRFD Capacity Envelop
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{ataral Load {fbs} Lateral Load {fbs]
ol b DIMENSIONS RESTRAINT CAPACITY tb' A rﬁh' "'1': T
MODEL COLOR RATED Q 9{?‘3 20T
FREE HT.| O.D. ZL=0420.07
OUTER INNER LOAD | DEFLECTION A D E H L L1 | L2 | W |VERTICAL|HORIZONTAL e
KCI-P-2-35 BLUE 413 1.75 35 2.00 0501056 |1.00|450 | 7.00 [6.0016.59|2.00] 1,600 800 : /y‘/y{?ly IM B
KCI-P-2-70 | GREEN 4.13 1.75 70 2.00 050056 |1.00| 450 | 7.00 |6.0016.59|2.00] 1,600 800
KCI-P-2-120 | GRAY 413 1.75 | 120 2.00 050 | 0.56 | 1.00 | 450 | 7.00 |6.0016.59|2.001 1,600 800
KCI-P-2-220 | BROWN 413 1.75 | 220 2.00 0.50 |1 0.56 | 1.00 | 450 | 7.00 [6.00(6.59|2.00] 1,600 800
KCI-P-2-330 | GRAY WHITE 4.13 1.75 ] 330 2.00 0.50 | 0.56 | 1.00 | 4.50 | 7.00 |6.00(6.52|2.00] 1,600 800
KCI-P-2-430 | BROWN | WHITE 4.13 1.75 430 2.00 050 | 0.56 | 1.00 | 4.50 | 7.00 |6.00|6.59|2.00]1 1,600 800
KCI-P-2-25 GRAY 5.00 | 3.00 25 2.00 0.7510.69 | 1.75| 5.50 | 10.50 {9.00{8.56|3.50] 1,600 1,000
KCI-P-2-150 | GREEN 500 | 300 | 150 2.00 0.7510.6%2 | 1.75 | 5.50 | 10.50 {9.00|8.56|3.50| 1,600 1,000
KCI-P-2-245 | BLACK 5.00 | 3.00| 250 2.00 0.75 1 0.6% | 1.75| 5.50 | 10.50 |9.00{8.56|3.50| 1,600 1,000
KCI-P-2-350 | BEIGE 5.00 3.00 350 2.00 0.75 10,692 | 1.75 | 5.50 | 10.50 [2.00]8.56|3.50] 1.600 1.000
KCI-P-2-100 | GRAY 6.09 3.50 | 100 2.00 0.7510.62 | 1.75 | 5,50 | 10.50 [9.0018.56|3.50] 1,600 1,000
KCI-P-2-135 | BEIGE 6.09 3.50 | 135 2.00 0.75]0.69 | 1.75 | 5.50 | 10.50 {9.00|8.56|3.50] 1,600 1.000
KCI-P-2-185 | BROWN 6.09 3.50 | 185 2.00 0.75 1 0.69 | 1.75| 5.50 | 10.50 {9.00|8.56{3.50] 1.600 1,000 v SN {’(:J % ”\C@ X
£ i;‘ Fs 2 H A "
KCI-P-2-250 BLUE 609 | 350 | 250 2.00 0.7510.69 | 1.75 | 5.50 | 10.50 |9.00{8.56|3.50| 1,600 1,000 4 "'mmnu\"“
KCI-P-2-500 | GREEN 6.09 | 350 | 500 2.00 0.75 | 0.69 | 1.75 | 5.50 | 10.50 |9.00|8.56{3.50| 1,600 1,000 Signed: 09/26/2022
TITLE REVISION DATE REVISED BY DRAWINGS NO.

KINETICS A
Noise Control. KCI-P-2 SPRING ISOLATOR 09/21/22 BB Al
WEIGHT: Lbs SHEET2 OF 3




SIEUNITS(mm AND kg), USE WITH SHEET 1
Ka . S‘mal! Housing - LRFD Capacity Enve!oé o KCI - Large Housing - LRFD Capacity Envelop
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{ateral Load {kg} Laterial Load {kg)
SPRING
DIMENSIONS RESTRAINT CAPACITY
MODEL COLOR FREE o.b RATED
QUTER | INNER HT. |7 LOAD|DEFLECTIONJA|D|E| H | L | L1 | L2 |W|VERTICAL HORIZONTAL
KCI-P-2-35| BLUE 105] 44 16 51 13114]25[114(178]|152|167 |51 726 363
KCI-P-2-70 | GREEN 105| 44 32 51 13|14]25[{114{178|152]|167|51 726 363 da plying with the
KCI-P-2-120] GRAY 1051 44 54 51 13]14125]114(178|152]|167 |51 726 363 'OOJ/ZQ/ZOZ"L
KCI-P-2-220|BROWN 105 44 | 100 51 13114|25]114{178152|167 |51 726 363 ‘LZ-C?A'Z‘\Q- o2
KCI-P-2-330] GRAY | WHITE | 105| 44 | 150 5] 13{14125|1141178(152]167 |51 726 363 ‘ M\/
KCI-P-2-430|BROWN| WHITE | 105| 44 | 195 51 13114|25|1141178|152{167 |51 726 363 M‘?ﬂ .
KCI-P-2-25 § GRAY 1271 76 11 51 19118144|140|267 (229121789 726 454 & witiiting,, ,
KCI-P-2-50 | BLUE 1271 76 23 51 19118|44|140(2672291|217 |89 726 454 \\x\‘:‘})’”’”f:.?ﬁ“;;’% (;;’1
KCI-P-2-150}] GREEN 1271 76 68 51 19118|44|140|26712291217 (89 726 454 R
KCI-P-2-245} BLACK 127176 | 113 51 19118144|140|267229 1217 |89 726 454
KCI-P-2-350| BEIGE 1271 76 | 159 51 19118(44|140(2671(2291|217 |89 726 454
KCI-P-2-100} GRAY 155| 89 45 51 19118144|140(267(229 (217189 726 454
KCI-P-2-135] BEIGE 155] 89 61 51 19118144|140(267 (2291217 |89 726 454
KCI-P-2-185|BROWN 155| 89 84 51 19118144|140(267 (2291217 |89 726 454
KCI-P-2-250] BLUE 155 89 | 113 51 19118|44|140|2672291|217 |89 726 454
KCI-P-2-500| GREEN 155| 89 | 227 51 19]18|44|140(267 (229|217 (89| 726 454 Signed: 09/26/2022
K' NETICS TITLE REVISION DATE REVISED BY DRAWING NO. S_O] 37_] 2]
’ V V\,-——-—————_ METRIC
) 09/21/22 BB WEIGHT: Lbs SHEET 3 OF 3




